
NOT TO 
SCALE

BY:

NOTES
MANUAL PUSH-UP

ALUMINUM GUIDES NOT INCLUDED
MILLWORK GROOVES AND LINING 
BY OTHERS

PROVIDE ACCESS AT BACK OF CABINET 
FOR INSTALLATION AND SERVICE 

BUNGEE CORD: INSERT BOTH 
S-HOOKS IN PREDRILLED BACK SLAT, 
ADJUST BUNGEE CORD LENGTH FOR 
PROPER TENSION TO BE DONE ON SITE

 

 

 

PLAN VIEW

EXTERIOR

INTERIOR OF CABINET

 

WIDTH BETWEEN JAMBS "W"

WIDTH INSIDE FINISHED GROOVES

CURTAIN

SECTION ( CABINET )

 

MINIMUM 
FINISHED 
INTERIOR 
DIMENSIONS 
FOR GROOVE: 
3/4" x 3/4" 
(19x19mm)

3/8" DIA HOLE 
BY 3/8" DEEP 
(10x10mm) IN 

SECOND LAYER 
OF 3/4" (19mm) 

PLYWOOD FOR 
SHOOTBOLT

BOTTOM BAR

CYLINDERPULL HANDLES
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3/4" 
(19mm) 1-1/2" (38mm)

 

RADIUS: 
Min. 3" (76mm)  
Ideal 5" (127mm) 

DRILL  
3/8" (10mm) DIA x 3/8" (10mm) 
FOR SHOOTBOLT AT 
+/-1-13/16" (46mm) ABOVE SILL
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WIDTH BETWEEN GROOVES 
(EXTERIOR TO EXTERIOR)

INSTALL STOPPERS 
INSIDE GROOVES

   CLEARANCE: 

1-1/4" (32mm)

MINIMUM

3/4" 
(19mm)

 

CUSTOMER:

PROJECT:

LOCATION:

CITY:

MODEL:

FINISH:

DATE: NO:

SHIP DATE:

CUSTOMER'S SIGNATURE
x

DATE JOB SITE

Cabinet Shutter

Clear Anodized

MobilFlex
NEW YORK.TORONTO.QUEBEC.LONDON.PARIS

FAX: 1 418.831.7817 FAX: 1 800.470.3359
TEL.:1 418.831.6652 TEL.:1 800.501.3359

SECTION 
( BOTTOM OF CURTAIN )

INTERIOREXTERIOR

FULL WIDTH 
0.050" (1.3mm) 
CLEAR ANODIZED 
ALUMINUM SLATS 

BOTTOM BAR 
CYLINDER 
LOCK OUTSIDE 
+ 2x OBLONG 
RECESSED 
HANDLES

 

 
5/8" (16mm) 
BEARINGS 
(EVERY 3rd PANEL)

 

3/8" (10mm)

 

 

1-1/2" 
(38mm)

3" 
(76mm)

5/8" 
(16mm)

 

1-1/8" 
(29mm)


