
1-    3" x 3" x 1/8" STEEL TUBE 
       (76x76x3mm)

2-    3" x 3" x 1/8" STEEL TUBE (76x76x3mm) 
       WITH 2" x 3" x 3/16" ANGLES (51x76x5mm) 
       (Column detail) 

4-    4" x 4" x 1/8" STEEL TUBE Supports 
      (102x102x3mm) 
      (For special orders only) 

3-    1 3/4" x 4" x 1/8" ANODIZED ALUMINUM TUBE 
       (102x102x3mm) 

BracketBracket

Bracket Bracket

TUBE SUPPORTS:

All wood support must be continuous and attached to building structure

BETWEEN WALLS (JAMBS):

MobilFlex

Support possibilities

FACE OF WALL: (COUNTER SHUTTER & 
 SLIM MODELS)

  

Steel angles mounted LEG OUT 
to continuous wood support 
attached to building structure

1-    2" x 3" x 3/16" STEEL ANGLE 
       (51x76x5mm) 

2-    2" x 3" x 1/4" ANODIZED ALUMINUM ANGLE 
       (51x76x6mm)

ANGLE SUPPORTS:

Aluminum angles mounted LEG IN 
to concrete wall

Clear opening Clear opening

EXAMPLE: EXAMPLE: 


